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UNITED STATES COAST PILOT CORRECTIONS

COAST PILOT 3               36 Ed 2003        Change No. 13
                                                                    LAST NM 36/03
Page 118—Paragraph 1711; read:
§165.500 Safety/Security Zones; Chesapeake Bay, Mary-
land.

(a) Definitions. (1) Certain Dangerous Cargo (CDC)
means a material defined in 33 CFR part 160.

(2) Liquefied Hazardous Gas (LHG) means a material
defined in 33 CFR part 127.

(3) Liquefied Natural Gas (LNG) means a material
defined in 33 CFR part 127.

(4) Cruise ship means a vessel defined as a “passenger
vessel” in 46 U.S.C. 2101 (22).
(b) Location. The following areas are a safety/security

zone: All waters of the Chesapeake Bay and its tributaries,
from surface to bottom, within a 500 yard radius around
cruise ships and vessels transporting CDC, LNG, or LHG
while transiting, anchored, or moored within the COTP Bal-
timore zone.

(c) Regulations. (1) The COTP will notify the maritime
community of affected vessels and the periods during which
the safety/security zones will be enforced by providing
notice to mariners in accordance with 33 CFR 165.7.

(2) Entry into or remaining in this zone is prohibited
unless authorized by the Coast Guard COTP, Baltimore,
Maryland or his designated representative.

(3) Persons desiring to transit the area of the security
zone may contact the COTP at telephone number 410-576-
2693 or on VHF channel 16 (156.8 MHz) to seek permis-
sion to transit the area. If permission is granted, all persons
and vessels must comply with the instructions of the
COTP or his or her designated representative.
(d) Authority. In addition to 33 U.S.C. 1231, the authority

for this section includes 50 U.S.C. 191.
(FR 7/22/03) 42/03

Page 253—Paragraph 60, lines 4 to 5; read:
Linkhorn Bay near Virginia Beach. In November 2001, the
reported controlling depth was 6.8 feet to head of the project
at the northern entrance ...

(CL 1420/02) 42/03

COAST PILOT 3               36 Ed 2003        Change No. 14
Page 114—Paragraphs 1586 to 1587; read:

(6) Knows the speed and direction of the current, set,
drift, and tidal state for the area to be transited;

(7) Proceeds at a safe speed taking into account the
weather, visibility, density of traffic, draft of tow, possibility
of wake damage, speed and direction of the current, and
local speed-limits; and

(8) Monitors the voyage plan required by §164.80.
(CL 879/03; FR 04/29/03) 42/03

Page 114—Paragraph 1588, line 4 to Paragraph 1589, line
1; read:
are entered in the log or other record carried on board.

§164.80 Tests, inspections, and voyage planning.
(a) The owner, master, or operator of each towing ...
(FR 4/29/03; CL 879/03) 42/03

Page 115—Paragraph 1598, line 3; read:
of chafing gear; and of the winch brake, if installed.

(c) Towing vessels described in paragraphs (b) (
through (4) of §164.01 are exempt from the voyage-planni
requirements outlined in this section. If any part of a towin
vessel’s intended voyage is seaward of the baseline (i.e.,
shoreward boundary) of the territorial sea of the U.S., th
the owner, master, or operator of the vessel, employed to t
a barge or barges, must ensure that the voyage with the ba
or barges is planned, taking into account all pertinent info
mation before the vessel embarks on the voyage. The ma
must check the planned route for proximity to hazards befo
the voyage begins. During a voyage, if a decision is made
deviate substantially from the planned route, then the mas
or mate must plan the new route before deviating from t
planned route. The voyage plan must follow company poli
and consider the following (related requirements noted
parentheses);

(1) Applicable information from nautical charts and
publications (also see paragraph (b) of §164.72), includi
Coast Pilot, Coast Guard Light List, and Coast Gua
Local Notice to Mariners for the port of departure, a
ports of call, and the destination;

(2) Current and forecast weather, including visibility
wind, and sea state for the port of departure, all ports
call, and the destination (also see paragraphs (a)(7)
§164.78 and (b) of §164.82);

(3) Data on tides and currents for the port of departur
all ports of call, and the destination, and the river stag
and forecast, if appropriate;

(4) Forward and after drafts of the barge or barges a
under-keel and vertical clearances (air-gaps) for
bridges, ports, and berthing areas;

(5) Pre-departure checklists;
(6) Calculated speed and estimated time of arrival

proposed waypoints;
(7) Communication contacts at any Vessel Traffic Se

vices, bridges, and facilities, and any port-specific requir
ments for VHF radio;

(8) Any master’s or operator’s standing orders detailin
closest points of approach, special conditions, and critic
maneuvers; and

(9) Whether the towing vessel has sufficient power
control the tow under all foreseeable circumstances.
(CL 879/03; FR 04/29/03) 42/03

COAST PILOT 3               36 Ed 2003        Change No. 15
Page 151—Paragraph 2556, line 16 to Paragraph 25
read:
Resources”).

§226.203 Critical Habitat for North Atlantic right whales
North Atlantic Right Whale (Eubalaena glacialis)
(FR 4/10/03) 42/03
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Page 175—Paragraph 39, lines 5 to 6; read:
charted. In July 2003, the controlling depth was 4.9 feet in
the entrance channel between ...

(BP 181518) 42/03

Page 182—Paragraph 75, lines 2 to 8; read:
miles west of Cape May Inlet. In April 2003, the controlling
depth was 15.2 feet (17.1 feet at midchannel) through Cape
May Inlet to the inner end of the jetties; thence in June 2003,
11.8 feet (14.7 feet at midchannel) to the Coast Guard large
wharf on the south side of the harbor, thence 3.3 feet to
Schellenger Landing at the mouth of ...

(BPs 180692-93; BPs 181339-40) 42/03

Page 188—Paragraph 35, lines 7 to 8; read:
Wills Hole Thoroughfare, westward of Cooks Creek. In
March 2003, depths of 1.6 to 12 feet were available. Mari-
ners should ...

(BPs 181079-80) 42/03

Page 209—Paragraph 140, lines 1 to 3; read:
In May 2003, the controlling depth was 4.3 feet off the

entrance to the jetties, thence 7.3 feet through the jetties,
thence 4.5 ...

(BPs 181122-24) 42/03

Page 209—Paragraph 145, lines 3 to 6; read:
craft. In May 2003, the controlling depth was 3.2 feet in the
dredged entrance channel; thence in 1957, reported depths of
4.5  ...

(BP 181121) 42/03

Page 211—Paragraph 165, line 1; read:
In April 2003, the controlling depth was 5.1 feet in ...
(BPs 181060-61) 42/03

Page 253—Paragraph 56, lines 2 to 4; read:
Light, is subject to continual change. In February 2003, the
controlling depth in the entrance channel was 6.0 feet (7.2
feet at midchannel). The inlet is marked by lights. The twin
fixed ...

(BP 181003) 42/03

Page 283—Paragraph 125, lines 5 to 6; read:
inside the creek. In April 2003, the controlling depth was 1.5
feet (4.1 feet at midchannel). There are several ...

(BP 181004) 42/03
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